
TE
CH

N
IC

A
L 

D
AT

A
SH

EE
T

TD
S

Kerkkolankatu 17
05800 HYVINKÄÄ

info@rakennuskemia.fi
www.rakennuskemia.fi Puh. 019 - 457 4400

 1 / 2

Updated: 26.07.2022

NATURAL WORKTOP WAX OIL

EN

FEATURES
Oil wax leaves a transparent or translucent surface, a silky shine and protects against drying, moisture, 
dirt, and strengthens the natural structure and color of the wood. Toy & food safe.

APPLICATIONS
Suitable for the maintenance and finishing of all types of wood, oil or wax treated surfaces, from kitchen 
countertops to furniture or toys. 

TECHNICAL DATA

Composition Petroleum distillates, paraffin wax

Unit weight 0,8 kg / L

Drying time 24 hours

Lowest operating temperature +5 °C degrees

Tools Brush

Tool cleaning White spirit

Shelf-life At least a year.

Storage Sealed packaging and protected from frost.

NATURAL WORKTOP WAX OIL

Product size 250 ML

Description
Wax Oil is suitable for the maintenance and finish-
ing of all types of wood, oil or wax treated surfaces, 
from kitchen countertops to furniture or toys. 

Color Transparent, White, Grey, Brown, Black

Continues on the next page...
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NATURAL WORKTOP WAX OIL

EN INSTRUCTIONS

Polishing is not needed with a thin layer. If applied with a brush, let it dry for 20-30 min. Polish with clean, 
dry cloths until the desired surface is achieved. Drying time: approx. 24 hours. Dust dry: approx. 2 hours. 
Tools are cleaned with white spirit immediately after use.

ENVIRONMENTAL PROTECTION AND WASTE DISPOSAL
Plants and soil must be properly protected during work. Recyclable packaging. Empty and dried packaging 
for normal waste collection and otherwise local hazardous waste disposal plant.


